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 PRODUCT OVERVIEW

 hydraulic accessories

FleXiBle
chains, hydraulic oil, eXtension tubes, Quick coup-
lings, valves, pressure heads, manifold blocks, 
hydraulic hoses, cylinder adptors
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high pressure hoses (2800 - 6250 bar burst pressure)

name length

mm

ø inner/outer

mm

connection 

thread

burst pressure

MPa/bar

ls51es 500 6,3/13,5 	G1/4”

280/2800

ls101es 1000 6,3/13,5 	G1/4”
ls151es 1500 6,3/13,5 	G1/4”
ls201es 2000 6,3/13,5 	G1/4”
ls251es 2500 6,3/13,5 	G1/4”
ls301es 3000 6,3/13,5 	G1/4”
ls401es 4000 6,3/13,5 	G1/4”
ls501es 5000 6,3/13,5 	G1/4”
ls1001es 10000 6,3/13,5 	G1/4”
ls303eb 3000 4,7/11,5 	G1/4” 450/4500
ls204er 2000 4,7/13 9/16”	UNF1) 625/6250
ls304er 3000 4,7/13 9/16”	UNF1) 625/6250

Highly lexible hydraulic hoses
This is a black rubber hose reinforced with two layers of braided steel rein-

forcement.	The	hose	is	well-suited	for	lexible	installations.	The	hose	are	
delivered	with	two	seals	(part	no.	17009).

name length 

mm

ø inner/outer

 mm

connection 

thread

burst pressure

MPa/bar

ls150es 1500 6,3/15,5 	G1/4”
160/1600ls200es 2000 6,3/15,3 G1/4”

ls250es 2500 6,3/15,5 	G1/4”

high pressure hose (2800 - 6250 bar burst pressure) - is a black polyamide / 

polyurethane hose with steel reinforcement. Polyurethane provides good abra-

sion resistance and a lifetime exceeding other standard rubber hoses on the 

market.	The	hoses	are	delivered	with	with	2	seals	(part	no.	17009).	All	hoses	
have the same connection thread type on both ends of the hose. 

NOTE! We recommend that you always dimension by 3-4 fold margin of safety between the hydrau-

lic systems maximum working pressure and burst pressure of the hose. 

ls - hydRAulic hoses

Swivel couplings can be mounted to both cylinders, pumps 

or other hydraulic tools. By means of the swivel coupling you 

get an flexible connection between pump/tool and hose. This 

means more flexible operation of the tools, especially in com-

bined spaces.

Swivel couplings can rotate 360° - even under pressure. 

ASE10	is	delivered	with	one	seal	(17009). 
 

ASE15	does	not	require	additional	sealing	when	mounted	on	
a hydraulic unit with conical connection interface.

Ase - swiVel coupliNGs

name connection thread Max. working pressure

ase10 G1/4” 80 MPa / 800 bar

ase15 G1/4” 150	MPa	/	1500	bar

1) Delivered with 9/16” UNF internal thread and a 60° external sealing cone.

37 32.611

G  1/4"

22

G	1/4”

19

25

G	1/4”

25

ase10 ase15



Hydraulic accessories

21

B

A

B

A

B

A

AQ - QuicK coupliNGs

All quick couplings from REHOBOT have a check 

valve and are supplied with seals and protection 

caps made of metal or plastic. 

 

• Insert and screw type couplings.

• Interchangeable with many other brands on the   

    market. 

Protection caps prevent contamination of the hydrau-

lic	system.	Screw	type	couplings	permit	a	higher	low	
rate than insert type couplings.

name type male female Max. pressure
MPa/bar

int.

thread

Ext.
thread

locking   

ring

a

mm

b

mm

flow

l/min***

dust protection

Standard Alternative

aQi7

Insert

• 100/1000 G	1/4” (1) 60 27 6 TDP26 -

aQi8-l • 100/1000 G	1/4” (1) • 60 27 6 TDM26 -

aQu8 • 100/1000 (2) G	1/4” 39 25 6 TDP23 TDM23

aQu9 • 100/1000 G	3/8” 62,5 25 6 TDP23 TDM23

aQu10-s* • 100/1000 (2) G	1/4” 40,5 25 6 TDP23 TDM23

aQu11-sb** • 100/1000 (2) G	1/4” 40,5 25 6 TDP23 TDM23

aQi14-d

Screw

• 100/1000 NPT	1/4” • 48,5 30 15 TDM14 -

aQu15-d • 100/1000 NPT	1/4” 34 30 15 TDM15 -

aQi24 • 100/1000 (3) G	1/4” • 72 36 35 TDP24 -

aQi24-d • 100/1000 (3) G	1/4” • 72 36 35 TDM24 -

aQu25 • 100/1000 (3) G	1/4” 52 35,5 35 TDP25 -

aQu25-d • 100/1000 (3) G	1/4” 52 35,5 35 TDM25 -

aQi38-d • 100/1000 NPT	3/8” • 68 36 35 TDM24 -

aQu39 • 100/1000 NPT	3/8” 39 35,5 35 TDP25 -

aQu39-d • 100/1000 NPT	3/8” 39 35,5 35 TDM25 -

name type male female Max. pressure.
MPa/bar

int.

thread

Ext.
thread

a

mm

b

mm

flow

l/min**

dust protection

aQi150

Insert

• 150/1500 G	1/4”* (3) 60 27 6 Plastic

aQi250 • 250/2500 G	1/4”* (2) 64 30 4,6 Plastic

aQu150 • 150/1500 (1)* G	1/4” 62,5 25 6 Plastic

aQu250 • 250/2500 G	1/4”* (2) 55,3 25 4,6 Plastic

AQ - QuicK coupliNGs (ultRA-hiGh pRessuRes)

Ultra high pressure systems puts high demands on 

the quality of the used components. We recommend 

that you always use REHOBOT approved accessories 

be selected when working with ultra high pressures.  

• Quick	couplings	up	to	250 MPa. 

B

A

B

A

aQi14-d

aQi24 / -d

aQi38-d

aQu15-d 

aQu25 / -d 

aQu39 / -d

B

A

B

A

aQu8 (Standard) 

aQu9 

aQu10-s

aQu11-sb

aQi7

aQi8-l

1) Addition of nipple AAU436 gives G1/4” external thread. * Coupling AQU10-S has a built-in hose rupture valve.

2) Removal of nipple AAU436 gives G1/4” internal thread. ** Coupling AQU11-SB has a built-in flow restriction/check valve.

3) Addition of nipple AAI456 gives G1/4” internal thread. *** Flow rate at 0,4 MPa(4 bar) pressure drop.

TDP = Plastic dust protection 
TDM = Metal dust protection

aQu250

aQi150aQu150

1) Removal of nipple AAU436 gives G1/4” internal thread with 120° sealing cone.

2) Adapter is required: AAU241 , AAU242 or AAU243

3) Addition of nipple AAU436 gives G1/4” external thread.

* Female thread with internal 120° sealing cone

** Flow rate is measured at 0,4 MPa(4 bar) pressure drop

coupling & suitable counter couplings

B

A

aQi250
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name Max. pressure 
mpa

a 

Ext. thread
b 

Ext. thread
c 

int. thread

d 

int. thread

seal type

(see below)

aae478
80

G	1/4” - G	3/8” - A = 2   C = 3

aae482 G	3/8” - G	1/4” - A = 3   C = 2

aae487

100

G	1/2” - G	1/4” - A	=	4			C	=	2
aae497 NPTF	3/8”-18 - G	1/4” - A = -    C = 2

aae498 G	1/4” -
NPTF	1/4”-

18
- A = 2   C = -

aae499 80 G	1/4” -
NPTF	3/8”-

18
- A = 2   C = -

aae502
150

G	1/4” - G	1/4” - A = 2   C = 2

aae504 G	1/4” - G	1/4” - A = 2   C = 2

aae505*

80

G	1/4” - G	1/4” - A = 2   C = 2

aai456 - - G	1/4” G	1/4” C = 2   D = 2

aai457 - - G	1/4” G	3/8” C = 2   D = 3

aau407

100

G	1/4” G	3/8” - - A = 2   B = 3

aau408 G	1/4” G	1/2” - - A	=	2			B	=	4

aau420 G	1/4” NPTF	1/4”-
18

- - A = 2   B = -

aau421 G	1/4” NPTF	3/8”-
18

- - A = 2   B = -

aau436 150 G	1/4” - - - A = 2

tX119 100 KR	3/8” - G	1/4” - A = -   B = 2

tX120 80 G	1/8” - KR	3/8” - A = 1   B = -

tX121
100

G	1/8” - G	1/4” - A = 1   B = 2

tX122 G	1/4” - G	1/8” - A = 2   B = 1

AAe / tX - coupliNG Nipples

Coupling nipples from REHOBOT Hydraulics for hydrau-

lic systems guarantee connectivity. The nipples can be 

used to adjust the thread dimensions of cylinders, hoses 

or ports. 

Note! Please observe that seals are not included in (advise the table 

below to ind the appropriate seal for your coupling nipple).

 

To ensure a proper sealing should the 

seal type be selected in accordance 

with the table above. This ensures a 

hydraulic system without leakage.

seal type part no for thread

1 01044650 G1/8”
2 17009 G1/4”
3 16217 G3/8”
4 14192 G1/2”

ty - hydRAulic oil

Hydraulic oil of high quality guarantees 

excellent functionality of your hydraulic 

system.

Oil grade ISO VG10 or better should 

always be used with  

REHOBOT products.

name volyme oil grade

liter

ty41 1 ISO VG10

ty45 5 ISO VG10

A

C

D

C

A

B

A

B

AA

C

aai456

aai457

aau407

aau408

aau420

aau421

aau436

aae478

aae504

tX119

tX122

aae505

*AAE505 - Coupling nipple with swiveling function (before tightening).

Hydraulic system operating 

at 1500 bar or more can be 

dangerous if the systems are not 

sealed properly.

Even if all components individually 

are approved for 1500 bar or 

more, there are other factors to 

consider. 

Everything for the safe use of ultra 

high hydraulic systems.

Contact us for more information!

Accessories for  

150 MPa systems

seAls
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name Max. pressure
MPa/bar

number of  

ports

a

mm

b

mm

c

mm

d

mm

e

mm

f

mm

 g

Int. thread

h

Ext. thread

i J

ab14

100/1000

2 45 30 22 20,5 12 21 G	1/4” G	1/4” - -

af55 6 100 30 40 30 40 10 G	1/4” - - -

af57 8 140 30 40 30 40 50 G	1/4” - - -

ati289 3 45 40 27 13 25 22,5 G	1/4” - - -

atu4* 5 241 65 25 23 31 32,5 G	1/2” G	1/4” 25 37

ati3

150/1500
3 85 25 60 12,5 - - G	1/4” G	1/4” - -

ati31 3 85 25 - - - - G	1/4” G	1/4” - -

ati32 3 70 25 29 15 25 - G	1/4” G	1/4” - -

af41 300/3000 4 G	1/4” - - -

A

D

C

B

G

H

A

B

C

D
E

F

G

H

A

B

C

D

E

F

G

G

A

B

C

D

E

F

G

G

A

B

C

D

E

F

G

A

B

G

H

A

D

C

B

G

H

E

AB / AF / Ati - mANiFold BlocKs

If you look to build or develop sophisticated hydraulic 

systems, manifold blocks can be considered a vital  

component.

 

The	manifold	block	is	used	to	distribute	the	hydraulic	low	
over serveal individual ports in order to use the same 

pump for one or more hydraulic tools or cylinders.

Note: In order to plug any unused holes, use plug part number 16536 

and seal with part number 17009. The seal is also used for sealing 

ab14 ati32af55 ati3af57 ati289 ati31

duAl liFtiNG

Manifold blocks are a necessity 

for many advanced applications 

in high pressure hydraulics, such 

as the lifting of two or more 

cylinders.

With accessories from 

REHOBOT, you always get parts 

that	fit	your	equipment	at	100%.

multiple hydRAulic poRts

Gauge	adaptor	AAM14	used	for	gauge	 
type	TX103	and	TX104	can	be	mounted	 
directly on the manifold blocks. 

In	order	to	plug	any	unused	G1/4”	hole,	use	 
plug	part	no.	16536	with	seal	part	no.	
17009.	

The seal is also used for sealing  

between holes in manifold blocks  

and hoses.

*ATU4 - Additional G1/2” port for gauge assembly.

atu4

A

B

B

B

CD

E

F

H

IJ

G
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VAlVes oVeRView

REHOBOT offers many different type of valves. Ranging from 

shut-off valves, with regulating functions, directional valves 

and other valves for safety purposes.

 
Note! Seals are always included for valves with trough hollow screw i.e. 

VAD2 & VAT3. 

Valve types without needs to be supplemented with seals. 

For thread G 1/4” use part number 17009.

name va14 vab114 vad22 vad2 vat3

Max pressure 
mpa/bar

100/1000 80/800 80/800 80/800 80/800

special function -
Built in ball valve on/

off function.
Built in gauge port - -

mounting 
principle

Fixed mounting on 

hydraulic	unit	via	G1/4”	
Fixed mounting on 

hydraulic	unit	via	G1/4”
Fixed mounting on 

hydraulic	unit	via	G1/4” For hose assembly For hose assembly

number of  
outlet ports

1 1 2 + Gauge port 2 3

VA / VAd / VAt - shut-oFF VAlVe

va14

50

G	1/4”

166

75

1

2

30

G 1/4"

106

65

G 1/4"

30

G 1/4"

106

65

G 1/4"

1

2

1

2

2

60

50

55
G  1/4"

124

97

1

3

2

2

69

G 1/4"

G 1/4"

125

106

60

G 1/4"

1

2

2

2

shut-oFF VAlVe

VAD22 mounted on a hydraulic 

pump	model	PP70-2500RC.	

VAD22s shut-off valve increas-

es the usability of the pump by 

dividing the hydraulic flow into 

two separate ports.

GAuGes & AdAptoR

Pump PH70-600 equipped with a 

pressure gauge AMT801 & gauge 

adaptor	AVM204,	used	for	display	
of the hydraulic pressure.

Several different units on the 

gauges can be suppled by 

REHOBOT.

G1/4"
G1/4"

G	1/4”
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name vr30 vrf31 vr150*

Max pressure 
mpa/bar

70/700 70/700 150/1500

comment Adjustable
Preset at 

70 MPa
Adjustable1)

name vr42 vrh43

Max pressure 
mpa/bar

80/800 80/800

hold function - Yes

Note! Please observe that seals are not included. For thread G 1/4” we recommend seal with part 

number 17009.

VR / VRh - diRectioNAl VAlVes

Vs - sAFety VAlVe

VR / VRF - pRessuRe ReGulAtiNG VAlVes

vr30

vr42

vrh43

Note! Please observe that seals are not included. For thread G 1/4” we recom-

mend seal part number 17009 and for thread G 1/2” we recommend seal part no 

14192.

* - Especially designed for hand pumps in the PHS-series. 

1) - Adjustable pressure between 50 - 150 MPa.

name preset pressure a b

mpa int. thread mm

vs14-90 90	-	95 G	1/4” 42
vs14-100 100	-	105 G	1/4” 42
vs38-90 90	-	95 NPT	3/8” 46
vs38-100 100	-	105 NPT	3/8” 46

A safety valve is a useful component for preventing ex-

cessive pressures in a hydraulic system. These valves are 

primarily designed for use on the return side of double 

acting hydraulic cylinders, and are preset at the factory 

for maximum pressure as shown in the table. The preset 

pressure must NOT be changed!

•Preset pressure at 95	or	105	MPa.

•Prevents your hydraulic system from pressure overload.

Note! If the preset pressure is exceeded then oil will leak out. You must 

therefore ensure that the user is protected against pressurised oil. 

Always install the safety valve in an enclosure or protected area.

G	1/4”

60

60

43

G	1/4”

G	1/4”

A

B

38,5

G	1/4”

3

1

3

1

A B

P R

75

G 1/4"

G 1/4"

120

G  1/4"

50

G  1/2"

143

G 1/4"

50

G 1/2"130.5

95

G	1/4”

98

7
2

(P)G	1/4”

(R)G	1/4”

3

1

25

P

R

P
R

P

R

A

B

A
B

A

B
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* TX104 can be connected directly on standard hand pumps within the PHS-serien. Gauge adaptor not required!

name number 
of scales

measurement 
range

scale division piston 
diameter 

mm 

piston area

cm2

a

mm

b

mm

c

mm

d

mm

e

mm

amp651 5

-40	kN 2 kN

30
45
65

7
16
33

G	1/2” 137 45 100 18

-100 kN 10 kN

-200 kN 10 kN

-70 MPa 2 MPa

-10000 psi 500	psi

amp652 5

-400	kN 20 kN

90
110
140

64
95
154

G	1/2” 137 45 100 18

-600 kN 50	kN
-1000 kN 50	kN
-70 MPa 2 MPa

-10000 psi 500	psi

amt650 2
-100 MPa 2 MPa

G	1/2” 137 45 100 18
-14000	psi 500	psi

amt151 2
-160 MPa 5	MPa

M20x1,5 76,5 45 112 24
-23000 psi 500	psi

amt301 2
-310 MPa 10 MPa

M20x1,5 76,5 45 112 24
-45000	psi 1000 psi

amt801 2
-100 MPa 5	MPa

G	1/4” 50 28,5 60 15
-15000	psi 1000 psi

amZ50 2
-800 kN 20 kN

100 79 G	1/2” 137 45 100 18
-80 ton

amZ150 2
-17 ton 1 ton

55 23,7 G	1/2” 137 45 100 18
-700 bar 20 bar

amZ250 2
-24	ton 1 ton

65 33,1 G	1/2” 137 45 100 18
-700 bar 20 bar

tX102 3

-4	ton 1 ton
30
45

7
16

G	3/8” 130 45 100 18-10 ton 1 ton

-600 bar 50	bar

tX104* 2
-160 MPa 5	MPa

G	1/4” 50 30 62 9
-20000 psi 1000 psi

Amp / Amt / AmZ / tX - pRessuRe GAuGes

Gauges permit visual monitoring of the force and/or pressure gener-

ated by a hydraulic pump. This helps prevent accidental overloading 

and contributes to prolonging the life of your hydraulic equipment.

AMT801	and	TX104	are	luid-damped	gauge	models	which	are	recom-

mended if there is a risk of pressure surges. Gauges with customised 

scales can be supplied on request.

Note! REHOBOT may provide calibrated pressure gauges upon reqest. Please contact 

you REHOBOT distributor prior to ordering such gauges.

amp651

amp652

amt650

amZ50

amZ150

amZ250

tX102

amt151

amt301

amt801

tX104

A

B

C

E

D

B D

C

E

A
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name for perssure gauge Ext.
thread

A

int.
thread

B

int.
thread

C

Max. pressure

MPa/bar

aam14 AMT801,	TX104 G	1/4” - G	1/4” 150/1500

aam201 AMP651,	AMP652,	
AMT650,	AMZ50,

G	1/4” - G	1/2” 100/1000

AMZ150,	AMZ250

avm202 AMP651,	AMP652,	
AMT650,	AMZ50,

G	1/4” G	1/4” G	1/2” 100/1000

AMZ150,	AMZ250

avm204 AMT801,	TX104 G	1/4” G	1/4” G	1/4” 150/1500

 

tX111 TX102 G	1/4” G	1/4” G	3/8” 80/800

atm214 AMT801,	TX104 G	1/4” G	1/4” G	1/4” 100/1000

A

C

B

103
Ø 30

41,5

AAm / AVm / tX / Atm - GAuGe AdAptoR

Whatever combination of pump and gauge you might 

have, we can offer the right adapter. Gauge adapters 

AAM201, AVM202 and TX111 have swiveling connection 

threads for gauge connection.

 

Note! All gauge adaptors are supplied with proper seals up on delivery 

except AAM14 which require an additional seal part number 17009.

C

A

1
3

22

C

A 4
5

25

B A

33.5

7
5

45

C

B A

33.5

5
9

45

C

30

A

C

92

5
6

.5

B
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AccessoRies FoR cF & cFc - seRies

For	CF	/	CFC	cylinders	(49	kN)

Cylinders within the CF and CFC series are general purpose cylinders. Both series includes a wide range of products with 

respect to various stroke lengths and product performance. The series are prepared to be equipped with several different 

accessories extending the use of the cylinders. 

In	order	to	connect	accessories	to	the	base	plate	of	CFC	cylinders,	adapter	TG50	(for	5	ton	CFC	cylinders),	TFG100	 
(for	10	ton	CFC	cylinders)	or	TFG250	(for	25	ton	CFC	cylinders)	are	required.

For CF / CFC cylinders (111 & 232 kN)

TD420	- 
Clamp head

TD419	-	Clamp	head

TF50	-	Adapter
Extension tube

TMC421	- 
Coupling tap

TS430	-	
Support plate

TD220 - 

Clamp head
TD219	- 
Clamp head

THT215	- 
Adapter

Extension tube

Extension tube

Extension tube

TFQ126 - 

Quick extension

TS130 - 

Support plate

TMT221 - 

Coupling tap

THV211 - 

Pressure head

CF49	kN

CFC	49	kN

CF232 kN

CF 111 kN

CF 232 kN

THT215	- 
Adapter

TS218 - 

Support plate
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• Making CFC-cylinders	lexible	and	suitable	for	push	& 

    pull applications.

• Suitable	for	CFC	cylinders	49	kN	-	232	kN.

name for cylinder type a b c d e f g h J

mm mm mm ø mm mm ø mm mm ø mm ø mm

tcf50 49	kN/5	ton 48 41,5 16 16 14,2 7 25 44,5 29
tcf100 111 kN/10 ton 67 60,5 25,5 22,35 25,4 8,5 40 63,5 43
tcf150 166	kN/15	ton 67 60,5 25,5 22,35 25,4 10 48 77 43
tcf250 232	kN/25	ton 80 73,25 31,75 31,75 38,1 13,5 59 95 57

tKF - cleVis eye 

For CFC - cylinders used for adapting  

the cylinder piston

• Making CFC	-	cylinders	lexible	and	suitable	for	push	& 

    pull applications.

• Suitable	for	CFC	cylinders	49	kN	-	232	kN.

name for  cylinder type a b c d e f g

mm mm mm ø mm ø mm ø mm

tkf50 49	kN/5	ton 41,5 34 16 16 29 14,2 3/4”-16	UNF
tkf100 111	kN/10	ton,	166	kN/15	ton 62 54 25,5 22,35 43 25,4 1”-8	UNC
tkf250 232	kN/25	ton 74,5 66,5 31,8 31,75 57 38,1 1	1/2”-16	UN

tF / tFG - AdApteR 

For CFC - cylinders, used for adapting the cylinder base

name for cylinder type a b c

mm ø mm

tf50 49	kN/5	ton 39 44,5 ø	19	mm
tfg50 49	kN/5	ton 39 44,5 3/4”-14	NPT
tfg100 111 kN/10 ton 45 65 1	1/4”-11	1/2	NPT
tfg250 232	kN/25	ton 50,5 98 2”-11	1/2	NPT

name for cylinder type a b

tht50 49	kN/5	ton 3/4”-14	NPTF 3/4”-16	UNF
tht100* 111 kN/10 ton 1	1/4”-11	1/2	NPT 1”-8	UNC
tht250 232	kN/25	ton 2”-11	1/2	NPT 1	1/2”-16	UN

tht - AdApteR

For CFC - cylinders, used for adapting the cylinder piston

tcF - cleVis eye 

For CFC - cylinders, used for adapting  

the cylinder base

G

H

F

E
A

B
C

D

C

D

A

G

B

E

F

A B

CB

A
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name length mm hollow

For cylinder CF & CFC 1) 49 kN/5 ton

tfp401 76 ø	19
tfp402 127 ø	19
tfp403 254 ø	19
tfp404 381 ø	19
tfp405 551 ø	19

For cylinder CF & CFC 2) 111 kN/10 ton

tfp101 76 NPT	1	1/4-11	1/2
tfp102 127 NPT	1	1/4-11	1/2
tfp103 254 NPT	1	1/4-11	1/2
tfp104 381 NPT	1	1/4-11	1/2
tfp105 585 NPT	1	1/4-11	1/2
tfp106 510 NPT	1	1/4-11	1/2
tfp107 760 NPT	1	1/4-11	1/2

For cylinder CF & CFC 3) 232 kN/25 ton

tfp203 254 NPT 2-11 1/2

tfp204 508 NPT 2-11 1/2

tfp205 762 NPT 2-11 1/2

1) - CFC-series require adapter TF50 

2) - CFC-series require adapter TFG100 

3) - CFC-series require adapter TFG250
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pRessuRe heAds & eXteNsioN tuBes 
For CF & CFC cylinders

name description conncetion 

For cylinders CF 49 kN/5 ton

th414 Pressure head, plain Tap	Ø	19	mm

thg413 Pressure	ball	ø	3” Hole	Ø	19	mm

thk412 Pressure head, pointed Tap	Ø	19	mm

thr415 Pressure head, grooved Tap	Ø	19	mm

thv411 Pressure head V-notched Tap Ø	19	mm

For cylindrar CF & CFC 1) 111 kN/10 ton

th117 Pressure head, plain
Int.	NPT	1	1/4-11	
1/2

thg113 Pressure	ball	ø	3” Int.	NPT	1	1/4-11	
1/2

thk112 Pressure head, pointed
Int.	NPT	1	1/4-11	
1/2

thr114 Pressure head, grooved
Int.	NPT	1	1/4-11	
1/2

tht115
Pressure head, ext. 

thread	NPT	1	1/4-11	1/2 Hole Ø 32 mm

thv111 Pressure head V-notched
Int.	NPT	1	1/4-11	
1/2

thv118 Pressure head V-notched
Int.	NPT	1	1/4-11	
1/2

For cylinder CF & CFC 2) 232 kN/25 ton

thk212 Pressure head, pointed Int. NPT 2-11 1/2

thr214 Pressure head, grooved Int. NPT 2-11 1/2

tht215
Pressure head ext. thread 

NPT 2-11 1/2
Hole	Ø	48	mm

thv211 Pressure head, V-notched Int NPT 2-11 1/2

1) - CFC-series require adapter THT100 

2) - CFC-series require adapter THT150

REHOBOT has a wide range of pressure heads for lifting, 

straightening or other operations.

Note! The maximal allowable extension varies per cylinder capacity. 

When using extension tubes there is a risk of cracking of the exten-

sion tubes. Extensions also reduces the capacity of the cylinder. See 

the graphic below for more information.

th - pRessuRe heAds tFp - eXteNsioN tuBes

permissible eXtension for cf- & cfc - cylinders

Max extension length (mm)

C
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232 kN CF/CFC 111 kN CF/CFC 49	kN	CF/CFC
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name connection

For cylinders CF & CFC* 49 kN/5 ton

tc428 Locking pin -

td419
Clamp head for piston

(max 20kN)
Tap	ø	19	mm

td420
Clamp head for 

cylinder(max 20kN)

Int. UN 1 1/2-

16

tmc421        Coupling tap Tap	ø	19	mm

tmc424 Adapter Tap	ø	19	mm

ts430 Support plate Hole	ø	19	mm

tsm431        
Support plate, rubber 

covered, articulated tap
Tap	ø	19	mm

* Accessories can be mounted on CFC - cylinder 

base by using adapter TF50

For cylinders CF & CFC* 111 kN/10 ton

tc128 Locking pin

td119
Clamp head for piston

(max	50	kN)
Int.	NPT	1	1/4-
11 1/2

td120
Clamp head for 

cylinder(max	50	kN)
Int.	UN	2	1/4-
14

tmc121        Coupling tap Tap ø 32 mm

tmt122        Coupling nipple
Ext. 2x NPT 1 

1/4-11	1/2

tmt124        Coupling nipple
Int. 2x NPT 1 

1/4-11	1/2

tk107 Chain with hook (2 m)

tok109        Chain yoke
Int.	UN	2	1/4-
14

ts130 Support plate
Int.	NPT	1	1/4-
11 1/2

tsm131        
Support plate with 

articulated tap

Ext. NPT 1 

1/4-11	1/2

tfQ126** Quick extension
Int/ext. NPT 1 

1/4-11	1/2

* Accessories can be mounted on CFC - cylinder 

   base by using adapter TFG100

** To be used with extension tube TFP103 or higher.

otheR AccessoRies 
For CF & CFC cylinders 
 
The accessories expand the usable range of the cylinder. 

Permitting the cylinder to be used for:

• Pushing applications

• Pulling applications

name connection

For cylinders CF & CFC* 232 kN/25 ton

tc228 Locking pin -

td219 Clamp head (piston) Inv. NPT 2-11 1/2

td220
Clamp head 

(cylinder)
Inv.	UN	3	5/16-12

tmc221 Coupling tap Tapp	ø	48	mm

tmt222 Coupling tap
Utv. 2x NPT 2-11 

1/2

tmt224 Coupling tap
Inv. 2x NPT 2-11 

1/2

ts218 Support plate Inv. NPT 2-11 1/2

* Accessories can be mounted on CFC - cylinder 

base by using adapter TFG250
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Bench presses are easy to place and only require a 

limited space. They are suitable for light work operations 

such as pressing bearings or bushings.

BeNch pResses

For CFC - cylinders

Complete bench presses are available in two versions.  

A	(ZHB10)	with	REHOBOT	air	hydraulic	pump	PP70-1000	
and	the	second	version	(ZMB6)	utilized	with	REHOBOT	
hydraulic hand pump PHS70-1000.

name description

Zb110 Press stand

tbv10 V-block

included parts Zhb10 Zmb6

Pump PHS70-1000 PP70-1000 *)

Cylinder CFC1012 CFC1012

Quick coupling AQI7 AQI7

Hose LS151ES LS251ES

Gauge adaptor AVM202 AVM202

Pressure gauge AMP651 AMP651

Frame ZB110 ZB110

V-block TBV10 (2 st) TBV10 (2 st)

*) Required air pressure 6-12 bar.

name capacity

kn

stroke 

mm

Weight 

kg

Zhb10 111 305 47.5
Zmb6 111 305 47.5

tcF - cyliNdeR FiXiNG

For CF & CFC - cylinders

• Permitting a CF/CFC to be mounted on a machine part buy screw holes.

• TCF52	is	supplied	without	fastening	holes	and	used	for	welding.

• Fits	CF/CFC	cylinders	from	49	kN	-	232	kN	

name tcf52 tcf4 tcf10 tcf20

For cylinders 49	kN/5	t 49	kN/5	t 111 kN/10 t 232	kN/25	t
a mm Ø	59 70 90 140
b mm - 60 80 120

c mm 25 25 25 25
d mm - 54 67,5 106

e mm - 41,2 57,5 86

f ø mm - 11 13 17

g - M6 M6 M6

h
1	1/2”	-	
16UN

1	1/2”-16UN 2	1/4”-14UN 3	5/16”-
12UN

C
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H
F

C

A D

G

E

B



Hydraulic accessories

33

AccessoRies FoR chF & chFA - seRies 

th - sAddles

For CHF & CHFA - cylinders
Accessory saddles for hollow cylinders type CHF and CHFA, 6 to 100 tonnes.

For pressing or lifting applications it is recommended to use the grooved solid 

saddles (THR). We also offer two more types; with inner metric (THM) and 

UN (THU) threads. The saddles THH are supplied as standard on all CHFA 

cylinders.

name for cylinder inner dimension

thh6 - -

thm6 CH/CHF62 M16

thu6 CH/CHF62 5/8”-11	UNC

thr6 CH/CHF62 Solid with grooves

thh13 CHFA132/136 Ø22 mm - standard

thm13 CHFA132/136 M20

thu13 CHFA132/136 3/4”-10	UNC

thr13 CHFA132/136 Solid with grooves

thh18 CHFA182/184 Ø26 mm - standard

thm18 CHFA182/184 M24

thu18 CHFA182/184 1”-8	UNC

thr18 CHFA182/184	 Solid with grooves

thh26 CHFA262/266 Ø32 mm - standard

thm26 CHFA262/266 M30

name for cylinder inner dimension

thu26 CHFA262/266 1	1/4”-7	UNC

thr26 CHFA262/266 Solid with grooves

thh37 CHFA372/374 Ø39	mm	-	standard

thm37 CHFA372/374 M36

thu37 CHFA372/374 1	3/8”-6	UNC

thr37 CHFA372/374 Solid with grooves

thh67 CHFA673/676 Ø54	-	standard

thm67 CHFA673/676 M52

thu67 CHFA673/676 2”-4	UNC

thr67 CHFA673/676 Solid with grooves

thh100 CHFA1003/1006 Ø66 - standard

thm100 CHFA1003/1006 M64

thu100 CHFA1003/1006 2	1/2”-4	UNC

thr100 CHFA1003/1006 Solid with grooves

ts - cyliNdeR suppoRt plAte

For CHFA - cylinders
Cylinder support plates suitable for CHFA single acting aluminium hollow 

cylinders are made of steel and are used for protecting the cylinder base 

against damages. TS cylinder support plates should always be used 

when the cylinder base is placed against hard material. A support plate 

is a simple and cost effective way to protect your cylinder.

name for cylinder

kn

Weight 

kg

ts13 CHFA132/136 0,1

ts18 CHFA182/184 0,2

ts26 CHFA262/266 0,5

name for cylinder

kn

Weight 

kg

ts37 CHFA372/376 0,7

ts67 CHFA673/676 1,5
ts100 CHFA1003/1006 2,8
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name description connection

tb441 Pull shackle Int.	NPT	3/4-14

tbk410 Shackle with bolt -

tk408 Chain with hook (1600 mm) -

tmk427 Chain attachment Int.	NPT	3/4-14

tmt422 Coupling nipple Ext.	2x	NPT	3/4-14

tmt423 Coupling nipple
Int.	NPT	3/4-14 

Ext.	NPT	1	1/4-11	1/2

name description conections

tb141 Pull shackle Int.	NPT	1	1/4-11	1/2

tbk110 Shackle with bolt -

tk107 Chain with hook (2000 mm) -

tmk127 Chain attachment Int.	NPT	1	1/4-11	1/2

tmt122 Coupling nipple Ext.	2x	NPT	1	1/4-11	1/2

For	cylinder	CPF709	(111	kN)	

For	cylinder	CPF705	(49	kN)	
AccessoRies FoR cpF - seRies

Accessories for CPF - pull cylinders 
makes it easy to direct the power 
where you need it.

The	picture	shows	a	CPF705	-	cylin-
der	with	TK408	-	Chain	&	TMK427	
- bracket to power a brake test.

tb441

tmk427

ApplicAtioN eXAmple




